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November 22, 2017 

 

Wolff Enterprises II, LLC 

6710 E. Camelback Road, Suite 100 

Scottsdale, Arizona 85251 

 

Attn: Ms. Katie Reiner 

P: (480) 315 9595 

E: kreiner@awolff.com 

 

Re: Preliminary Geotechnical Engineering Report 

Garland Multifamily 

NWQ of Market Place Drive and Saturn Road 

Garland, Texas 

Terracon Project No. 94175348 

 

Dear Ms. Katie Reiner: 

 

We have completed the Preliminary Geotechnical Engineering services for the above referenced 

project. This study was performed in general accordance with our proposal number 

P94175348.R2 dated October 9, 2017. This report presents the findings of the subsurface 

exploration and provides geotechnical recommendations concerning earthwork and the design and 

construction of foundations for the proposed project.  

 

We appreciate the opportunity to be of service to you on this project. If you have any questions 

concerning this report, or if we may be of further service, please contact us. 

 

Sincerely, 

Terracon Consultants, Inc. 
  Texas Registration #3272 

 

 

 

 

 

 

 

 

Joseph Waugh, M.S. Tim G. Abrams, P.E. 

Project Manager Senior Principal 
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EXHIBIT A-3 – BORING LOCATION PLAN

Garland Multifamily Garland, TX

November 16, 2017 Terracon Project No. 94175348
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Latitude and longitude were obtained from a handheld GPS
device. Elevation was obtained from the North Central Texas
Council of Governments (NCTCOG) topographic maps.
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Abandonment Method:
Boring backfilled with soil cuttings upon completion.
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BORING LOG NO. B- 1
Wolff Enterprises II, LLCCLIENT:
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